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Potencia: 5.000 VA a 10.000 VA

Tensión estándar: Entrada 230 V / Salida 230 V

Tensión límite inferior: Entrada 180 V / Salida 200 V 

Tensión límite superior: Entrada 272 V / Salida 248 V

Modo sumador: ≤ 210 V 

Modo bypass: 210 Vac - 248 V

Modo restador: ≥248 V

Salto de tensión: ±24V

Distorsión armónica total (THDv): Nula 

Frecuencia estándar: 50-60 Hz

Altitud: 2400 m.s.n.m

Grado de protección IP: IP65

Ruido: ≤ 25 dB

Panel: Pantalla TFT

Protección entrada: Magnetotérmico

Modo de refrigeración: AN

Normas: IEC/EN/UNE-EN 61439-1,CE

	 IEC/EN/UNE-EN 61558-1, CE

	 IEC/EN/UNE-EN 61000, CE

Rating: 5.000 VA to 10.000 VA 

Standard voltage: Input 230 V / Output 230 V 

Lower limit voltage: Input 180 V / Output 200 V  

Upper limit voltage: Input 272 V / Output 248 V 

Adder mode: ≤ 210 V  

Bypass mode: 210 V - 248 V 

Subtractor mode: ≥248 V 

Voltage step: ±24 V

Total harmonic distortion (THDv): Null  

Standard frequency: 50-60 Hz 

Altitude: 2400 m.a.s.l. 

IP rating: IP65 

Noise: ≤ 25 dB 

Panel: TFT display 

Input protection: Circuit breaker 

Cooling mode: AN 

Standards: IEC/EN/UNE-EN 61439-1,CE 

	     IEC/EN/UNE-EN 61558-1, CE 

	     IEC/EN/UNE-EN 61000, CE 

Características técnicas - modelo estándar
Technical features - standard model

Monofásico bidireccional | Single-phase bidirectional | 230 Vac / 230 Vac · 50-60 Hz

Potencia
Rating

Dimensiones
Dimensions

Ref. A B C D E Ø Peso
Weight*

VA mm kg

5000 REGM5 495 215 442 360 471 10 25

6300 REGM6.3 495 215 442 360 471 10 26,2

8000 REGM8 495 215 442 360 471 10 27,8

10000 REGM10 495 215 442 360 471 10 29,5
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